
925
CONCERT SERIES

PROCESSOR CONTROLLED
LOW FREQUENCY SPEAKER
SYSTEM

Applications:
• High SPL Concert Sound
• Auditorium Installations
• Houses of Worship
• Dance Music

LSP-1 Speaker Processor

FeaturesFeaturesFeaturesFeaturesFeatures

Below: The
925’s rear panel
with Neutrik
Speakon
connectors

The all-new ARX Concert Series has
been engineered to function as a
unique, 'building block' system with
the flexibility to easily assemble cus-
tom configurations. All cabinets have
compatible dimensions for ease of fly-
ing, stacking and creating point source
arrays for smooth, even coverage of
any venue.

The trapezoidal 925 is designed
to be used as a Low Frequency cabinet
in conjuction with the 212 to create a
full range package; or for extra Low
frequency enhancement of the 922
when used in large areas or when an
application requires enhanced low fre-
quency output.

It features dual 15" (380 mm) Low
frequency drivers in an optimally
aligned bandpass configuration. A sym-
metrical component layout allows
maximum speed and rigging flexibilty.

It is designed to be used as a
system with the LSP-1 Low Frequen-
cy speaker processor. This is a dual
channel unit providing crossover func-
tions, phase correction, and ARX's
Interactive System Control (I.S.C.TM)
for speaker protection at absolute
sound pressure levels.

Unlike simple in-line limiters or
compressors, ISC offers true system
protection without the usual loss of
dynamic range, by constantly moni-
toring the amplifier output and com-
paring it with an internal model of the
SOA (safe  operating area) of the 925's
speakers. When the signal applied to
the speaker tries to exceed that SOA,
the ISC holds it at a level which is safe
for the speaker to reproduce

!!!!! Rugged premium
grade void free
plywood outer
shell

!!!!! 15o trapezoidal
cabinet design
for point source
arrays

!!!!! Flying points and
angling point
fitted as standard

!!!!! Building block
compatibility for
assembling
custom arrays

!!!!! Processor con-
trolled for de-
pendable perfor-
mance

!!!!! Neutrik Speakon
Multipin connec-
tors fitted as
standard

!!!!! Flawless sound
in the toughest
audio environ-
ment

The 925’s angled sides (15o taper from front)
enables curved arrays to be easily assembled.
Its symmetrical component layout allows maxi-
mum speed and  flexibility in rigging.
The 925 shares compatible dimensions with
other models in the Concert Series, so it can
easily be incorporated into mixed arrays




